
Small Arms 1850-1912     11-13-08 
Shotguns       
 
Stat Sheet Headings: 
Country - of manufacture or of most prevalent use (Krag-Jorgensen carbine 
       was made in the USA, but adopted by the Danish military) 
Weapon - name of weapon 
Shots – max shots per combat round 
Mag – max number of rounds the weapon holds, +1 refers to a round in the chamber 
Reld - rounds that can be reloaded in one combat round 
Str Die - minimum required strength Die needed to wield the weapon at no minus 
Short – Short range in Yards 
Cal - caliber or gage of ammunition 
Cost - Pounds Shillings/Pence 
Weight - weight in pounds 
 
Ammo Descriptions:   Magazines and Actions: 
C&B – Percussion Cap & Ball  SFT – Single Feed Tubular Magazine 
LC – Long Colt    SFM – Single Feed Magazine 
SW - Smith & Wesson Center fire CFM – Clip Feed Magazine 
Rus – Russian    LA – Lever Action 
RF - Rim Fire    BA – Bolt Action 
PF - Pin Fire     DA – Double Action 
Ntr – Nitro     SA – Single Action 
ga – Shotgun Gage    BL – Breach Loading 
cal -- Caliber     Hmls. – Hammerless 
Perc. – Percussion    Dbl. – Double Barrel 
   
 

 
England, Joseph Manton Perc. Dbl. Shotgun, 1835, 1 shot per Trigger, Muzzle loading, 

11 bore(ga), 9 lb. 

 
 

  
 



England, Egg Perc. Dbl. Shotgun, 1850, 1 shot per Trigger, Muzzle loading, 18 ga, 9 lb. 
 

 
 
USA, Perkins Percussion Double Shotgun,1855, 1 shot per Trigger, 12 ga, 8.4 lb. 
 

 
USA, Colt Mod. 1855 Revolving Perc. Shotgun, 1860, Single Action, 5 shot Perc. 
Revolver, 20 or 10 ga, 8.7 or 9 lb. 
 
 

 
 
England, W. H. Mortimer Percussion Double Shotgun, 1860, 16 ga, 29.5” Brl, Overall 
46”, 6.5 lb. (Maple and Bird’s Eye Burl) 
 
 

 
 
England, Greener Dbl. Brl. Shotgun, 1865, 1 shot per Trigger, Double Barrel, Top 
Break, 12 ga, 7.5 lb. 
 
 



 
 
USA, Roper Revolving Shotgun, 1867-1868, Single Action, 4 shot Revolver, 12 ga, 9 lb. 

 
 
USA, Remmington Dbl. Scattergun, 1877, 1 shot per Trigger, Double Barrel, Top Break, 
18” barrel, 12 or 10 ga, 7.8 or 8 lb. 
 
Also: Remmington Dbl. Shotgun, 1877, 1 shot per Trigger, Double Barrel, Top Break, 
30” barrel, 12 or 10 ga, 8.4 or 8.8 lb. 
 
 

 
England, Bozard & Co. Dbl. Shotgun, 1880, 1 shot per trigger, Top Break, 16 ga, 8.5 lb. 
 
 

 
 
USA, Spencer Pump Shotgun Mod. 1882, Pump Action, 5 shot Tube Mag under barrel, 
12 ga, 9 lb. 
 
 

 
 



USA, Colt Hammerless Double Shotgun, 1883, 1 shot per Trigger, Top Break, 12, 10, 8 
ga, 8.4, 9.4, 12 lb. 
 
 

 
 
England, Holland & Holland Double Paradox 8 Bore, 1886, 1 shot per Trigger, Side 
Break, 8 ga, 26” barrels, overall length 43”, 12 lb. 
 
 

 
 
USA, Winchester Shotgun Mod. 1887, Lever Action, 5 shot Tube Mag under barrel, 12 
or 10 ga, 8.0  or 8.5 lb. 
 
 

 
 
England, Holland & Holland Royal Hammerless Dbl. Shotgun, 1890, Top Break with 
Ejector, 20, 12, 10 ga, 7.5, 8, 8.4 lb 
 
 

 

 
 



USA, Burgess Repeating Shotgun, 1893 - 1897, Pump Action, 5 shot Tube Mag under 
barrel, 12 ga, 9 lb. (could get folding models) 
 

 
 
USA, Winchester Pump Shotgun Mod. 1893 & 1897, Pump Action, 5+1 shot Tube Mag 
under barrel, 12 ga, 8.8 lb. 
 

 
USA, Winchester Trench Shotgun Mod. 1897, Pump Action, 5+1 shot Tube Mag under 
barrel, 12 ga short 2 3/4-inch shells, 7.8 lb. 
 
 

 
 
USA, Winchester Lever Shotgun Mod. 1901, Lever Action, 5 shot Tube Mag under 
barrel, 10 ga, 9 lb. 
 
 

 
USA, Browning Automatic-5 Shotgun, 1903, Semi Auto, 5 shot Tube Mag under barrel, 
20, 16 or 12 ga, 9, 9.5 or 10 lb. 
 
 



 
 
England, Purdey Hammerless Dbl. Shotgun, 1904, 1 shot per Trigger, Top Break, 12 
ga, 7.2 lb. (set) 
 
 

 
 
Belgium, Heym Hammerless Over/Under, 1908, 1 shot per Trigger, 2 barrel Over 
Under, Top Break, in 20, 12 or 10 ga, 8.2, 8.6 or 9 lb. 
 
 

 
 
USA, Winchester Mod 1912 Hammerless Trench Shotgun, 1912, Pump, 12 ga, 20-inch 
barrel, 5+1 shot tubular mag under barrel.  It had a M1917 bayonet attachment.   
 

 
 
USA, M1917 bayonet  
 
 
 
 
 
 
 
 
 
 



 
 

Drillings 
 

 
 
USA, L.C. Smith Drilling, 1870, 1 shot per trigger, double barrel, one .50 cal & one 10 
ga, 9.7 lb. 
 

 
 
Belgium, Manhem Over/Under Drilling, 1890, one 16 ga & one 9mm, 8.5 lb. 


